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HS-55E poly cube vessel is the ideal solution for removal of liquid pollutants using
vated carbon (HS-AC) or modified clays (HS-200). These vessels are constructed

n high density polyethylene with black pigment for maximum ultraviolet resistance.
HS-55E is designed with the user in mind for closed top non-leak performance at
rated pressures and easy handling by a top handle.

Nominal Capacity 55.0 U.S. Gallons, Actual Capacity 57.6 U.S. Gallons
Overall Height 32.875”, Nominal Width 22.5”

Minimum Wall Thickness 0.125”

Empty Body Weight 27.3 pounds

Maximum Temperature 125 (F)

Vessel is approved for use with hazardous materials in accordance with 49 CFR
Inlet/Outlet 2” NPT on 16-1/8” centers

Inlet/Outlet 2P
H - Height 32.875%
A - Width 22.5"
B - Width 22.5”
/ Max. Flow 10 gpm
4
Max. Temp. 125 Fahrenheit
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| Nét Weight of Media
H ' HS-AC 180 #'s
HS-200 365 #’s
W T

1180 St. Charles Street, Elgin, IL 60120  1.847.741.1600 Fax 1.847.741.1616 1.800.PURPLE. 1
S e v www.hydrosilintl.com. s B .



